
� Indoor wall-mount conference speaker, sound quality is 

clear and beautiful, the human voice, music has real 

reduction and amplification characteristics of 

convenient mounting and installation, so it is more 

suitable for public places or meeting rooms, longer life. 

Such as meeting room, aisle, swimming pool, courtyard 

and other occasions.�

� Indoor wall-mounte conference speaker can be directly 

connected to the power amplifier 100V line output.
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NAC-730W SERIES

NAC-730W
Wall-mounted Speaker

Sound Excellence on Walls.

Main features

Circuit Diagram



Power Parameters

Rated Power: 40W(2.5W/5W/10W/20W/40W
/8Ω adjustable）

Max Power: 60W

Input Voltage: 100V

MECHANICAL & ENVIRONMENTAL PROPERTIES

Mounting Method: Wall Mount

Installation Environment: Dry Indoor Locations

Product Color: White/Black

Shell Material: ABS

Product Dimensions 
(mm):

216*299*196mm

Product Weight: 3.5kg

Warranty: 2 Years

SPEAEKR PARAMETERS

Sensitivity: 96±3dB

Frequency Response: 130-15kHz

Accessories

1×Speaker

1×Installation Manual

1×Certification

NAC-730W SERIES

SPECIFICATION
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APPLICATIONS

The 30Watt 100Volt Wall Mount Speaker NAC-720W can be connected with constant voltage amplifier 

for receiving broacast or announcement from Audio Management Software or IP Paging Console.



NAC-730W SERIES
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DIMENSION&INSTALLATION

SPON Communications Co., LTD

Address: No.70, Nantang Road, High-tech Zone, Changsha, China. Mobile: ‪+86 138 7314 3517

email: inquiry@sponcomm.com Tel: +86 731 8557 0190
www.sponcomm.com

Step01: 


Step02: 


Step03: 


Step04: 


Start by drilling two installation holes in the wall suitable for Φ6mm expansion plugs, with a spacing of 

144mm between the holes. Insert Φ6mm expansion plugs into the holes.



Remove the product bracket and align it with the pre-installed expansion plugs on the wall. Secure it to the 

wall using ST4.0 self-tapping screws.



Connect the audio cable and then mount the product onto the bracket.



Adjust the speaker to the desired angle.


